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A. Technical Specifications 

 

Lot 1_ 
 

ITEM 
NO 

ITEM NAME ITEM DESCRIPTIONS QUANTITY UNIT REFERENCE PICTRUES 

1 
Grass cutter 

machine 
manually 

TYPE: GEAR TYPE, European 
standards or Equivalent 
Power: Approx. 6.25 HP, 
Engine: fuel, Briggs & 
Stratton 625 or equivalent, 
gear type, Cutting width: 
Approx.  51cm workable 
surface: 2000 m2 

6 pcs 

 

2 
Weeds 
cutting 

Machine 

Mower for natural gardens. 
Special hardened 87cm 34" 
long cutter bar. Infinitely 
height-adjustable blade 
shoes. Engine: 1.7 Kw petrol. 
Cutting width: 87 cm. 
efficiently and effortlessly.  

10 Pcs 

 

3 
Hedge 

Trimmer 

Engine: fuel- 2 stroke, 
European standards or 
Equivalent, displacement: 
Approx. 23 cm3 ,power: 
Approx. 0.58kW/0.78 hp 
,weight: Approx. 4.6 kg 
,blade length : 60 cm ,blade 
type: diamond cut                                                                                                                               

7 pcs 

 

4 Peatmoss 

Used by gardeners as a 
fertilizer, for growing plants 
in pots, and the expiry date 
must not be less than one 
year 

70,000 Liter 
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5 
Irrigating PE 
plastic tube 

1" 

Hardness: hoses. Color: 
Black, or Red or Green. 
Shape: Round. Size 1". 
Length 25 meter per one 
roller. Material: PVC. Type 
Thermoplastic pipe. Usage: 
Water supply Pipe.  

40 Roll 

 

6 
Irrigating PE 
plastic tube 

3/4 

 Hardness: hoses. Color: 
Black, or Red or Green. 
Shape: Round. Size 3/4. 
Length 25 meter per one 
roller. Material: PVC. Type 
Thermoplastic pipe. Usage: 
Water supply Pipe.  

220 Roll 

 

7 
Pruning 
scissors 

Die-cast steel 
Soft grips for better grip and 
comfort 
Precise thin blade 
3/4" diameter cutting 
capacity 
Lightweight, 200 m - XBKE.  

144 Pcs 

 

8 
Formation 

scissors 

Made from steel with 
wooden or plastic handles, 
used for decorating fencing 
plants the length no less 
than 40 cm.  

87 Pcs 

 

9 
Small blade 

4cm 

Made from metal blade with 
plastic or wooden handle, 
width of blade is 4 cm or less, 
used for agriculture works, 
Turkish made or better. 

234 pcs 
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10 
Sieve for 

sieving loam 
of gardening 

Sieve for gardening sand 
sieving, wooden frame with 
metal mesh with Approx. size 
between (5mm Max. and 
150micron Min. 
Dimensions:1,20 m width x 1,5 
m height with wooden frame.   

24 pcs 

 

11 
plastic 

buckets 

Plastic buckets, 10 - 12 liters 
capacity, Turkish made or 
better , made for domestic use 
, different colors. 

40 pcs 

 

12 Brushcutters 

Brushcutters with complete set 
(spool, blade, pole pruner, and 
hedge trimmer) Austrian made 
or equivalent, with adjustable 
aux. handle, weight 
approximately 7.8 Kg. Each 
bush cutter must include also 5 
spool of thread ( خيطبكرة مع  ) 
with the same quality or better. 

74 pcs 

 

13 

Grow bags           
28cm Hight 

x 12cm 
diameter. 

Grow bags for planting, 28cm 
Hight x 12cm diameter, used 
for agriculture planting works, 
Turkish made or equivalent. 

1900 kg 

 

14 

grow bags          
25cm Hight 

x 10cm 
diameter. 

Grow bags for planting, 25cm 
Hight x 10cm diameter, used 
for agriculture planting works, 
Turkish made or equivalent. 

150 kg 

 

15 

grow bags          
25cm Hight 

x 14cm 
diameter. 

Grow bags for planting, 25cm 
Hight x 14cm diameter, used 
for agriculture planting works, 
Turkish made or equivalent. 

150 kg 
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16 

grow bags           
16cm Hight 

x 10cm 
diameter. 

Grow bags for planting, 16cm 
Hight x 10cm diameter, used 
for agriculture planting works, 
Turkish made or equivalent. 

150 kg 

 

17 
Green net 
for green 
houses 

Green houses net, made 100% 
from HDPE ( High Density Poly 
Ethelyn ) with Anti-Ultra 
Violate UV protection 3% 
minimum , color green , Saudi 
of Arabia  standards or 
equivalent , each roll of 50 m.l 
and 4m width , weight of each 
roll is 27.5 kg/roll , shade rate 
75-90 %  . the roll must include 
metallic reigns for rope 
connection in it is four sides 

7000 M2 

 

18 Thick nylon 

Thick nylon designed for green 
houses, made of Thick Nylon of 
width 4, 6, and 8 meter, (Gray 
and white color and light 
yellow) , the quality must be 
resistible to sunlight and lasts 
for at least one year in outdoor 
conditions to be used in 
covering bedding area of green 
houses. 

8800 M2 

 

19 
Plastic 

container-
large size 

Flower container, plastic made, 
large size Approx. 12 liters 
capacity, Turkish or equivalent 
international standards.  used 
for permanent  planting 
purposes in nurseries. 

150 pcs 

 

20 
Plastic 

container-
medium size 

Flower container, plastic made, 
large size Approx. 8 liters 
capacity, Turkish or equivalent 
international standards.  used 
for permanent  planting 
purposes in nurseries. 

300 pcs 

 

21 
Plastic 

container-
small size 

Flower container, plastic made, 
large size Approx. 4 liters 
capacity, Turkish or equivalent 
international standards.  used 
for permanent  planting 
purposes in nurseries. 

200 pcs 
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22 

poly 
Ethylene 
pipe 2.5" 
diameter 

Plastic poly ethylene pipes, 2.5" 
diameter, each pipe contains 
one nipples, length of each 
pipe is 6 m.l 

60 pipe 

 

23 BRC net 

BRC Fence: Normal BRC fencing 
(wire mesh net galvanized 
materials). Roller: (1.8 m high, 
5*5 cm spaces, diameter 
2.5mm), each role 20-meter 
length. 

25 roll 

 

24 
Drip 

Irrigation 
pipe 

Drip Irrigation pipe, each roll of 
400 m.l , French made or 
equivalent , used in drip 
Irrigation works at nurseries.                                            
Material: polyethylene 
Type: high density 
polyethylene pipe.  
Size: 20 mm. 
Length: 400 meters/roll.  
Shape: As Shown round.  
Color:  black.  
Usage: Water Irrigation 
System.  

10 roll 

 

25 
bending 

wire 

Galvanized bending wire, 2mm 
diameter for fixing BRC net to 
the fixing column. 

35 kg 

 

26 
Galvanized 
valve 1/2" 
diameter 

Galvanized lock valve 1/2' 
diameter used for irrigation. 
Material:   steel stainless.  
Type: steel.  
Size: ½ inch.  
Length: more than 50 mm, 
height: more than 25 mm.  
Fluid temperature: -10 to 150 
C.  
Shape: As Shown  
Color: As Available   
Usage: Water Irrigation System  

20 pcs 

 



ANNEX 1 - TECHNICAL SPECIFICATIONS 
 

PN: 17.4047.1-002.00 
 

P a g e  6 | 7 
 

27 
galvanized 

pipes 2" 
diameter 

Galvanized Pipes for fencing 
works , each pipe of 2.7m Hight 
, 2" diameter, angled for 
barbwire fixing with elding two 
small iron bars at the base for 
fixing purposes. 

125 pipe 

 

 

 

B. DELIVERY TIME AND DELIVERY LOCATION  

  

-    The delivery Locations to Erbil, Koya, Khabat and Soran, according to the Loam Delivery 

sites form. 

 -    Supplier must specify delivery time in bid form.  

  

  

C. REMARKS AND CONDITIONS  

  

1. Providing, Supplying, and Transportation costs (loading and unloading) are 

included in the price.  

2. In case any conflict between GIZ and supplier regarding the quality check of the 

product, Duhok construction laboratory will be the reference to check the quality of 

the product.  

3. All the works shall be executed according to specifications in Annex 1, attached 

drawings (No. 1 and No. 2) and reference pictures, and other contract documents 

and the instructions of GIZ Engineering unit. 

4. Reference picture are only to recognize and understand the items, not an indication 

for any model or bran 
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A. Technical Specifications 

 

Lot 2_ 
 

ITEM 
NO 

ITEM NAME ITEM DESCRIPTIONS QUANTITY UNIT 
REFERENCE 
PICTRUES 

1 
Garden 

Sand 

Providing clean sieved garden 
sand (loam زميج ), should be 
free from plants, plant's 
seeds, tree roots, and any 
other impurities and a ratio of 
clay not more than 5%, see 
also the attached delivery 
sites locations and quantities. 

800 m3 

 

 

 

 

B. DELIVERY TIME AND DELIVERY LOCATION  

  

-    The delivery Locations to Erbil, Koya, Khabat and Soran, according to the Loam Delivery 

sites form. 

 -    Supplier must specify delivery time in bid form.  

  

  

C. REMARKS AND CONDITIONS  

  

5. Providing, Supplying, and Transportation costs (loading and unloading) are 

included in the price.  

6. In case any conflict between GIZ and supplier regarding the quality check of the 

product, Duhok construction laboratory will be the reference to check the quality of 

the product.  

7. All the works shall be executed according to specifications in Annex 1, attached 

drawings (No. 1 and No. 2) and reference pictures, and other contract documents 

and the instructions of GIZ Engineering unit. 

8. Reference picture are only to recognize and understand the items, not an indication 

for any model or bran 

 


