
ANNEX 1 TECHNICAL SPECIFICATION

A. TECHNICAL SPECIFICATION OF IT EQUIPMENT

ITEM 

NO
ITEM NAME

TECH SPECIFICATIONS

 (Minimum Requirements)

COMPARATIVE SPECIFICATION / REMARKS 

(Comparative specificatoin / remarks should indicate any deviation 

from technical parameter or functional description of tender 

specification or confirmation with "Yes" and if applicable further 

particularities. ) 

QUANTITY

2 OS Microsoft Windows Server 2016 Standard - 64bit 1

3
keybord and 

mouse 
combo  wireless keyboard and mouse 1

4 monitor 

Diagonal Viewable Size: Approx. 18.5" (46.99cm)

Aspect Ratio Widescreen (16:9)

Panel Type: TN - Twisted Nematic

Optimal Resolution: Approx. 1366 X 768 at 60Hz

Contrast Ratio: 1000 to 1 (typical)

Brightness: 250 CD/m2 (typical)

Viewing Angle (160° vertical / 170° horizontal)

Color Support: 16.7 million colors

Pixel Pitch: Approx. 0.300mm

Device Type Flat Panel Display                                                              

Connectivity :Video Graphics Array (VGA)

1

B. DELIVERY
All items have to be delivered to GIZ Erbil / PME Program-Italian village1

C. REMARKS AND CONDITIONS
Note: 

1. All standard accessories for all offered items should be provided.   

2. The supplier must specify the warranty duration for all Items.   

***IMPORTANT!!!

Catalogues or Technical data sheet are requested for all items!!!

*Processor: Intel® Xeon® E5-2630 v4 processor (8 core, 2.2 GHz,  25 MB 

cache

* Processor number : 1                                                                                                                                         

* Power supply type: 1 HPE 500W Flex Slot Platinum hot plug power   

supply

* Expansion slots: 3 PCIe 3.0, for detailed descriptions reference the Quick 

Specs

* Maximum memory: 3.0TB; With 128 GB DDR4 2400 MHz LRDIMM

* Memory, standard: 64GB (4 x 16GB) PC4-17000P-R 2133MHz

* Memory slots: 24 DIMM slots

*Memory type: HPE DDR4 Smart Memory

*Included hard drives: RDIMM 2 x 1.2TB (10k rpm) Hot Plug 2.5in Small 

Form Factor Smart Carrier SAS Smart Array P440ar/2G

*Network controller: 1 HPE 1Gb 331i Ethernet adapter 4 ports per 

controller plus optional HPE FlexibleLOM

*Storage controller: HPE Smart Array P440ar/2 GB

Infrastructure management: Standard: HPE iLO Management with 

Intelligent Provisioning Optional: HPE iLO Advanced, HPE Insight Control 

and HPE OneView

*Warranty: 3/3/3 - Server Warranty includes three years of parts, three 

years of labor, three years of onsite support coverage. Additional 

information regarding worldwide limited warranty 

Server 11

Page 1 of 1


